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TYPE DESCRIPTION MOUNTING LAMP MANUFACTURER

L1-LED

LED
ARM MOUNTED

30’ POLE

POLE MOUNTING DETAIL

1
4
"

3
0

"

24"

4"x6" HANDHOLE 2 PIECE POLE BASE

COVER TO MATCH

POLE FINISH

ANCHOR BOLTS

FINISH PAVING

GRADE

RGS CONDUIT (TYP.)

PVC CONDUIT

3/4" MIN. RGS

CONDUIT

7
’ 

M
IN

.

(8)-#6 BARS

#3 TIES (2) @ 2", (2) @ 6",

R @ 12" O.C.

GROUND CLAMP

3/4" DIA. X 10’-0" LONG

COPPER CLAD GR0ND ROD

LIGHT POLE

LIGHT FIXTURE SCHEDULE

0’ 50’ 100’ 150’

N

S E

W

VISUAL & PERFORMING

ARTS CENTER

DRIVE

RENNER

PHASE 1

PARKING LOT

EXISTING

LIGHTS (TYP.)

BETA    ARE-EDG-3M-DA-18-C-UL-SV = 180LED type3

PROPOSED

ELECTRICAL

CONDUIT (TYP.)

L1

L4

L2

L3

L5

LED LIGHT FIXTURE. U.L. LISTED FOR WET LOCATIONS, TAMPERPROOF

FUSED, 277V, VANDAL RESISTANT. NEW POLES SHALL MATCH EXISTING.

PROPOSED LIGHTS,

ULS RTS-30-8011-DX-BK

SEE SHEET 15 FOR

DETAILS (TYP.)

SEALED BOX FOR

ELECTRICAL

CONNECTION

SP
A

R
T

A
N

  D
R

IV
E

ROUTING LENGTH AND LOCATION

TO BE FIELD DETERMINED

CONNECT TO

SERVICE PANEL

L6

L7

L8

L9

PHASE 2

PARKING LOT
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